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STONE RETAINING WALL

@ NOROTON AVE.

H

L2.00

STONE PIER

WITH LIGHT
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L2.00

SAW CUT, SCORED 

CONCRETE PAVING

I
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WOOD DECK

SIM.

ORNAMENTAL PLANTING

F

L2.01

TIERED METAL

PLANTERS

ORNAMENTAL PLANTING:

TREES AND SHRUBS

ORNAMENTAL PLANTING:

TREES AND SHRUBS

LIMIT OF PARKING

BELOW

ORNAMENTAL

PLANTING:

TREES AND

SHRUBS

PEDESTRIAN LIGHT

FIXTURE ATTACHED TO

EXISTING POLE (TYP.

ALONG WEST AVE.)

SCULPTURAL

ELEMENT, T.B.D.

E

L2.00

GRANITE

PLANTER CURB

(TYP)
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L2.00

GRANITE

PLANTER 
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LIGHT
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WITH LIGHT

E
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B
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WATER FEATURE, T.B.D.

G

L2.00

STONE RETAINING 

WALL

EXISTING TREE TO REMAIN

PROPOSED CANOPY TREE

PROPOSED UNDERSTORY

TREE

PROPOSED MULTI-STEM

TREE

PROPOSED EVERGREEN

TREE

PROPOSED SHRUB MASSING

PROPOSED GROUND COVER

AND PERENNIAL PLANTING

NOTE: THIS DOCUMENT IS FOR ZONING

PURPOSES ONLY AND IS NOT

INTENDED  FOR CONSTRUCTION.

LEGEND

DECORATIVE PAVING-

PEDESTRIAN

LIGHT POLE

DECORATIVE PAVING-

VEHICULAR

LIGHT BOLLARD

BIKE RACK
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1"=1'-0"

A

SAW-CUT SCORED CONCRETE PAVING

COMPACTED SUB GRADE

COMPACTED AGGREGATE BASE

CONCRETE SIDEWALK, SMOOTH FLOAT WITH BRUSH-

BLAST FINISH (LIGHT SANDBLASTING FINISH), JOINT

PATTERN AS SHOWN ON PLANS

1

2

" PREFORMED EXPANSION JOINT WHERE

PAVING MEETS RIGID OBJECTS AND AS SHOWN

ON DETAIL PLAN

6"X6" WWR (W2 X W2) WITH

2" CLEAR FROM BOTTOM OF SLAB

5
"

NOTES:

1. EXPANSION JOINT SEALANT TO BE GRAY IN COLOR - SUBMIT

SAMPLE TO LANDSCAPE ARCHITECT FOR APPROVAL PRIOR TO

INSTALLATION.

2. INTEGRAL PIGMENT TO BE ADDED TO CONCRETE, COLOR: TBD.

BRUSH BLAST (LIGHT SANDBLASTING) FINISH. DO NOT EXPOSE

AGGREGATE AT SURFACE. PROVIDE 2'X2'  SAMPLE POURS FOR

APPROVAL BY LANDSCAPE ARCHITECT AND OWNER PRIOR TO

INSTALLATION.

3. CONTROL AND PATTERN JOINTS TO BE SAW CUT, REFER TO

PLANS FOR PATTERN AND SPACING.  HAND TOOL JOINTS TOO

CLOSE TO ADJACENT FIXED STRUCTURES FOR SAW CUTTING.

1/2"

PATTERN JOINT, 

1

2

" DEPTH

CONTROL JOINT, 

3

4

" DEPTH

6
"

COMPACTED SUB GRADE

COMPACTED #57 AGGREGATE BASE

CONCRETE SLAB

PRECAST CONCRETE UNIT PAVER

6"X6" WWR (W2 X W2) WITH 2" CLEAR

FROM BOTTOM OF SLAB WITH RISERS

1" BITUMINOUS SETTING BED WITH

NEOPRENE TACK COAT

NOTES:

1. PROVIDE 

1

2

" EXPANSION JOINT WHERE PAVERS ABUT A

RIGID STRUCTURE

2. PROVIDE PAVER EDGE RESTRAINT WHEN ABUTTING

ASPHALT OR PLANT BEDS UNLESS OTHERWISE NOTED.

3. POLYMERIC SAND SWEPT JOINTS.

4. PAVER TYPE AND COLOR, T.B.D.

2" DIA. WEEP HOLES LOCATED 6'-0"

O.C. STAGGERED. FILL WEEP

HOLES WITH #8 STONE

5
"

5
"

2

1

2

"

1

8

" JOINT, MAX.

1"=1'-0"

B

DECORATIVE PAVING - PEDESTRIAN

1'-6"

5"

T
O

 
F

R
O

S
T

H
E

I
G

H
T

 
V

A
R

I
E

S

NATURAL STONE COPING,

FINAL STONE TYPE TBD.

3
"

NATURAL STONE WALL VENEER.  FINAL

STONE TYPE AND PATTERN TBD.

FINISH GRADE, RETAINING

SIDE OF WALL

CONCRETE FOOTING AND

CORE,  SEE STRUCTURAL

ENGINEERS DRAWINGS

FINISH

GRADE

1"

4
"

M
A

X
.

MORTAR JOINTS, RAKED AND COMPACTED

GRAVEL DRAINAGE BACKFILL

1" DIA. PVC PIPE FOR WEEP HOLES

@ 2' O.C.

11"

COMPACTED SUBGRADE

5"

1"=1'-0"

G

STONE RETAINING WALL

1
'
-
6
"
 
M

I
N

.

(
V

A
R

I
E

S
)

NATURAL STONE WALL

VENEER.  FINAL STONE

TYPE AND PATTERN TBD.

PLANTING AT GRADE

1'-6"

NATURAL STONE COPING

ON MORTAR BED, FINAL

STONE TYPE TBD.

3"

1"

TYP.

COMPACTED SUBGRADE TO

95% DENSITY

5" 6"

REINFORCED CONCRETE

RETAINING WALL

GALVANIZED WALL TIES

16" O.C. (TYP.)

5"

STONE VENEER SHALL

EXTEND A MINIMUM 6"

BELOW FINISHED GRADE

REINFORCED CONCRETE

FOOTING, SEE STRUCTURAL

DRAWINGS

T
O

 
F

R
O

S
T

,

1'-0"

MIN.

1'-0"

MIN.

ADJACENT

PAVING

3

8

" MORTAR JOINTS, RAKED

AND COMPACTED

1"=1'-0"

I

STONE SEAT WALL - DOUBLE FACED

H
E

I
G

H
T

 
V

A
R

I
E

S

6
"
 
M

I
N

.

2'-0" SQUARE

NATURAL STONE COPING, FINAL

STONE TYPE T.B.D.

NATURAL STONE WALL VENEER.  FINAL

STONE TYPE AND PATTERN TBD.

5"
5"

10"

1

2

" EXP.

JOINT

CONCRETE FOOTING AND CORE,

BY OTHERS

FINISH GRADE

2"

TOP OF PIER= +6" ABOVE

STONE CLAD WALL

MORTAR JOINTS, RAKED AND

COMPACTED

GALVANIZED WALL TIES 16" O.C.

3
"

3/4"=1'-0"

H

STONE PIER / WALL CORNER

6
"
 
(
T

Y
P

.
)

2" THICK STONE TREAD

1'-2"

STONE RISER TO

MATCH WALL STONE

FLUSH

FINISH

GRADE

1

2

" MORTAR SETTING BED

1'-2" TYP.

1/2" EXPANSION JOINT

T
O

 
F

R
O

S
T

1" OVERHANG (TYP.)

1% TYP.

1'-0" MIN.

3
'
-
0
"

STAIR HANDRAIL

3

"

1'-0"

MIN.

T
O

 
F

R
O

S
T

1/2"=1'-0"

J

STAIRS: STONE TREAD WITH STONE RISER

L2
.0

0
LA

N
D

SC
A

PE
D

ET
A

IL
S

16
01

3

K
R

/S
Y

C
03

/3
1/

17

A
S 

SH
O

W
N

COMPACTED CR-6 STONE BASE

GOLD DUST FINE AGGREGATE, COMPACT

TO FIRM WALKING SURFACE.  A

1

4

" X 4" STEEL LANDSCAPE EDGE

SECURED WITH 12" STAKE

ADJACENT MATERIAL

FILTER FABRIC

COMPACTED SUBGRADE

3"

4"

PRODUCT INFORMATION

MANUFACTURER: LANG STONE

PRODUCT: GOLD DUST FINE

CRUSHED AGGREGATE

SIZE: 

1

4

"OR LESS

COLOR: TAN TO GOLD

CONTACT: 614.228.5489

WWW.LANGSTONE.COM

OR APPROVED EQUAL

1 1/2"=1'-0"

D

COMPACTED GOLD DUST PATH

1"=1'-0"

C

DECORATIVE PAVING - VEHICULAR

COMPACTED SUB GRADE

COMPACTED #57 AGGREGATE BASE

CONCRETE SLAB

PRECAST CONCRETE UNIT PAVER

6"X6" WWR (W2 X W2) WITH 2" CLEAR

FROM BOTTOM OF SLAB WITH RISERS

1" BITUMINOUS SETTING BED WITH

NEOPRENE TACK COAT

NOTES:

1. PROVIDE 

1

2

" EXPANSION JOINT WHERE PAVERS

ABUT A RIGID STRUCTURE.

2. PROVIDE PAVER EDGE RESTRAINT WHEN

ABUTTING ASPHALT OR PLANT BEDS UNLESS

OTHERWISE NOTED.

3. POLYMERIC SAND SWEPT JOINTS.

4. PAVER TYPE AND COLOR, T.B.D.

2" DIA. WEEP HOLES LOCATED 6'-0"

O.C. STAGGERED. FILL WEEP

HOLES WITH #8 STONE

6
"

6
"

3

1

4

"

1

8

" JOINTS, MAX.

PLANTING BED

SPECIFIED PLANTING SOIL

GRANITE COBBLESTONE

EDGING - 9"X5"X5", GRAY COLOR

- HAND TIGHT JOINTS - NO

MORTAR BETWEEN STONES

CONCRETE SLUMP FOOTING

1

2

" PREFORMED EXPANSION JOINT

6
"

8"

8
"

COMPACTED SUBGRADE

FINISH GRADE

1 1/2"=1'-0"

E

GRANITE PLANTER CURB

1 1/2"=1'-0"

F

PAVER EDGE RESTRAINT

UNIT PAVING ON CONCRETE BASE

COMPACTED SUBGRADE

3/16" X 3"X 2 

1

2

" STEEL EDGE FASTENED

TO CONCRETE SLAB

ADJACENT PLANTING OR

ASPHALT PAVING

3"

*NOTE: TO BE USED AT UNIT PAVING

APPLICATIONS, WHEN ADJACENT

ASPHALT PAVING OR PLANT BEDS

STONE STAIR

L

C

L

C

EMBED POSTS 6" MIN. IN

CONCRETE PAVEMENT OR

STAIR FOOTING WITH

NON-SHRINK GROUT, PROUD

NOTES:

1. POWDER COAT ALL ELEMENTS MATTE BLACK OR

APPROVED EQUAL

2. PROVIDE SHOP DRAWINGS TO LANDSCAPE

ARCHITECT FOR APPROVAL  PRIOR TO FABRICATION

3. SEE GRADING PLANS FOR TOP AND BOTTOM OF

STAIR ELEVATIONS

4. SET CENTER OF POSTS 4 1/2" FROM ADJACENT

WALLS TYP.

5. CURVED WHERE REQUIRED AT MONOLITHIC STAIR.

2"x1", 11 GAUGE

ALUMINUM RECTANGLE

TUBE TOP RAIL WITH

SQUARED CORNERS

1 1/2"x1 1/2", 11 GAUGE

ALUMINUM SQUARE TUBE

POST AND INTERMEDIATE RAIL

FLAT END CAP,

CLEAN WELD AT

CORNERS,

SQUARE JOINTS

WELD ALL ELEMENTS, TYP.

FINISH GRADE

3
'
-
0
"
 
T

Y
P

.

5"

1'-0"

9"

6"

7"

5

1

16

"

1
'
-
0
"

3

1

2

"

3
'
-
0
"
 
T

Y
P

.

6"

1'-2"

1'-1"

J

L2.00

STAIRS: STONE TREAD WITH 

STONE RISER

1'-2" MIN.

NOTE:

1. GUARDRAIL TO BE USED WHEN

FALL IS GREATER THAN 30".

ALL COMPONENTS

PER HANDRAIL DETAIL

UNLESS OTHERWISE

NOTED

FINISH GRADE

3

1

2

"

4"

MAX.

3

4

" ALUMINUM

SQUARE TUBE

PICKET

GUARDRAIL

HANDRAIL

3'-6"

3/4"=1'-0"

K

STAIR HANDRAIL AND GUARDRAIL
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L2
.0

1
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N
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K
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C
03
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A
S 

SH
O

W
N

3/4"=1'-0"

G

CORTEN STEEL RETAINING WALL

N.T.S.

A

BIKE RACK

N.T.S.

B

BENCH AND CHAIR

ADJACENT

PAVING

1" SHREDDED, COMPOSTED PINE

BARK MULCH

FILTER FABRIC

DRAINAGE BOARD

PLANTER DRAIN, WRAP WITH

FILTER FABRIC

DRAINAGE BOARD

METAL PLANTER CONNECTION,

WELD PLANTER EDGE TO L-ANGLE

@ 3' O.C., FASTEN ANGLE TO SLAB

1
'
-
6

"
 
M

I
N

.
 
H

E
I
G

H
T

INSULATION, DRAINAGE

BOARD, ROOT BARRIER,

WATERPROOFING,

STRUCTURAL SLAB, SEE

ARCHITECTURAL DRAWINGS

PLANTING MEDIA

DRIP IRRIGATION, AS REQUIRED

1

4

" TH. POWDERCOATED STEEL.

FINAL COLOR AND FINISH T.B.D.

TOP OF SLAB

FINISH

GRADE

BOARD-FORMED CONCRETE

WALL, ALL VERTICAL FACES.

USE 2X4 ROUGH-SAWN CEDAR

BOARDS RIPPED IN HALF, LAY

HORIZONTALLY, ALIGN

HORIZONTAL JOINTS. USE

FIBER-GLASS WALL TIES

RETAINING WALL,

BY OTHERS

FINISH GRADE,

RETAINING SIDE

1" CHAMFER

V
A

R
I
E

S

GRAVEL

DRAINAGE

BACKFILL

3/4"=1'-0"

H

BOARD FORMED CONCRETE  RETAINING WALL

1 1/2"=1'-0"

F

METAL PLANTER ON STRUCTURE

FREESTANDING 

1

8

" THICK  STEEL

PLANTER BY PLANTERWORX OR

APPROVED EQUAL. COLOR AND FINISH

T.B.D.

V
A

R
I
E

S

PROVIDE DRAIN HOLES AT BOTTOM

OF PLANTER PER MANUFACTURER'S

RECOMMENDATIONS TO ALLOW FOR

PROPER DRAINAGE

VARIES

2" LAYER OF FREE-DRAINING GRAVEL

FILTER FABRIC, WRAP UP SIDES

OF PLANTER

FILL PLANTER WITH HORTICULTURAL

PLANTING SOIL TOP WITH 1" SHREDDED

COMPOSTED PINE BARK MULCH

OPTIONAL DRAIN THROUGH SLAB AT

EACH PLANTER

OPTIONAL RIVET HOLES AT BASE OF

PLANTER TO ALLOW FOR SURFACE

DRAINAGE

3/4"=1'-0"

C

PLANTING BED GUARD

1

2

" x2" STEEL FLAT BAR, WELD TO TOP OF

POST AND BASE FRAME

2" SQUARE SOLID STEEL POST

2" SQUARE SOLID STEEL BOTTOM FRAME

TO BE BURIED 4" BELOW ADJACENT PAVING

3

4

" X 2' LONG STEEL SPIKE

WELDED TO BOTTOM FRAME

3'-0"

4
"

1

2

" x2" STEEL FLAT BAR, WELD TO

 POST AND BASE FRAME

FINISH GRADE

1
8
"

R

 
3
6
"

R

 
3
0
"

R

 
2
4
"

6

0

°

8"

SHORT END VIEW

TOP VIEW

1

2

" x2" STEEL FLAT BAR, WELD TO TOP OF

 POST AND BASE FRAME

3

4

" X 2' LONG STEEL SPIKE

WELDED TO BOTTOM FRAME

45° WELD AT INTERSECTION OF TOP BLADES

DIRECTLY AGAINST ADJACENT PAVING

NOTE:

1. POWDER COAT ALL ELEMENTS

MATTE BLACK FINISH 58|80035 BY

TIGER DRYLAC, OR APPROVED

EQUAL.

2. INSTALL PLANT BED GUARD

ALONG PLANTING BEDS SHOWN

ON MATERIALS PLAN.

30"

4
"

1
8
"

30" 30" 30"

C

L

C

L

C

L

C

L

C

L

6
"

6
"

6
"

CONTINUES ALONG PLANTING BED,

SEE MATERIAL PLANS

FINISH GRADE

3

4

" X 2' LONG STEEL SPIKE

WELDED TO BOTTOM FRAME

2" SQUARE SOLID STEEL BOTTOM FRAME

TO BE BURIED 4" BELOW ADJACENT PAVING

1

2

" x2" STEEL FLAT BAR, WELD TO TOP OF

POST AND BASE FRAME

2" SQUARE SOLID STEEL POST

1

2

" x2" STEEL FLAT BAR, WELD TO

 POST AND BASE FRAME

LONG SIDE VIEW

2
'
-
0
"

3
'
-
0
"
 
S

H
O

R
T

 
E

N
D

2
'
-
0
"

N.T.S.

D

TREE GRATE

3/4"=1'-0"

E

LITTER RECEPTACLES

PRODUCT INFORMATION

MODEL: CORDIA BIKE RACK

COLOR/FINISH: CAST ALUMINUM WITH

POWDERCOAT FINISH, COLOR TBD

DIMENSIONS: 20" WIDE X 34.5" HT.

MANUFACTURER: FORMS AND SURFACES

TEL. 800.451.0410

www.forms-surfaces.com

OR APPROVED EQUAL

PRODUCT INFORMATION

MODEL: NEOLIVIANA BENCH AND CHAIR

COLOR/FINISH: ANNODIZED ALUMINUM

SUPPORTS, JARRAH HARDWOOD SEAT AND BACK

DIMENSIONS:

CHAIR:  24" LENGTH X 26.5" DEPTH X 31" HT. OR

BENCH: 69" LENGTH X 26.5" DEPTH X 31" HT.

MANUFACTURER: LANDSCAPE FORMS

TEL. 800.430.6209

www.landscapeforms.com

OR APPROVED EQUAL

PRODUCT INFORMATION

MODEL: CAMELIA SQUARE OR ROUND TREE GRATE

COLOR/FINISH: CAST ALUMINUM WITH BRUSHED

FINISH

DIMENSIONS: 72" SQAURE OR ROUND

MANUFACTURER: IRONSMITH

TEL. 1.760.776.5077

www.ironsmith.cc

OR APPROVED EQUAL

PRODUCT INFORMATION

MODEL: CORDIA LITTER AND RECYCLING

RECEPTACLE

COLOR/FINISH: ALUMINUM WITH POWDERCOAT

FINISH, COLOR TBD WITH JATOBA HARDWOOD SLAT

INSERTS

DIMENSIONS: 35.2" HT. X 22.1" DEPTH X 22.1" WIDTH

OPTIONAL RAIN COVER

MANUFACTURER: FORMS AND SURFACES

TEL. 800.451.0410

www.forms-surfaces.com

OR APPROVED EQUAL

PRODUCT INFORMATION

COLOR/FINISH: CORTEN

STEEL PANEL, CURVED TO

MEET DESIGN

DIMENSIONS: 

1

8

" THICK MIN.

FREESTANDING ATTACHED TO SLAB

3/4"=1'-0"

I

WOOD DECK

WOOD DECK TERRACE FLUSH WITH ADJACENT PAVING

3/4"=1'-0"

J

STAIR CHEEKWALL

2" THICK STONE  COPING

STONE TO MATCH

WALL STONE

FINISH

GRADE

1

2

" MORTAR SETTING BED

STAIR HANDRAIL

6
"

1" OVHG.

FINISH

GRADE

FACE OF WALL TO ALIGN

WITH BACK OF STAIR TREAD

6
"

NOTES:

1. ALL WOOD TO BE IPE @ 

5

4

"X6" CLEAR GRAIN PLANKS.

2. ALL VISIBLE HARDWARE TO BE STAINLESS STEEL

SCREWS.

3. PRE-DRILL ALL HOLES.

4. ALL FASTENER HARDWARE TO BE STAINLESS STEEL OR

GALVANIZED STEEL.



Sh
ee

t #
Ti

tle

D
ra

w
n 

B
y/

C
he

ck
ed

 B
y

Pr
oj

ec
t #

#

D
at

e

Sc
al

e

R
ev

is
io

ns
D

at
e

A
ss

oc
ia

te
s

A
rc

hi
te

ct
s

C
lin

to
n

La
nd

sc
ap

e

52
00

 B
al

tim
or

e 
A

ve
nu

e,
 S

ui
te

 2
01

H
ya

tts
vi

lle
, M

ar
yl

an
d 

20
78

1
P:

 3
01

-6
99

-5
60

0 
 F

: 3
01

-6
99

-1
34

6
w

w
w

.C
lin

to
n-

LA
.c

om

La
nd

sc
ap

e 
Ar

ch
ite

ct
s

C
lin

to
n

A
ss

oc
ia

te
s, 

PC

TH
E 

C
O

M
M

O
N

S 
A

T 
N

O
R

O
TO

N
 H

EI
G

H
TS

N
or

ot
on

 A
ve

nu
e/

 H
ei

gh
ts

 R
oa

d
D

ar
ie

n,
 C

on
ne

ct
ic

ut

© COPYRIGHT CLINTON & ASSOCIATES, PC 2017
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2
LA

N
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16
01

3

K
R
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C
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A
S 

SH
O

W
N

3/4"=1'-0"

A

ARBOR ALONG PROMENADE (POTENTIAL FUTURE)

3/4"=1'-0"

B

ARBOR AT AMENITY COURTYARD

PRODUCT INFORMATION

MODEL: PAVILION L

COLOR/FINISH: ALUMINUM FRAME WITH

CANADIAN CEDAR WOOD CEILING

DIMENSIONS: 11.6' X 23' X 8.5' HT. (MODUALAR,

CAN BE CUSTOMIZED)

MANUFACTURER: KETTAL

786.552.9002

www.kettal.com

NOTES:

-OR APPROVED EQUAL

3/4"=1'-0"

C

CAFE TERRACE RAILING

3/4"=1'-0"

D

WATER FEATURE

DECORATIVE WATER FEATURE AND BUILT-IN SEATING
DECORATIVE RAILING DESIGN AND MATERIALS T.B.D., 42" HEIGHT GUARDRAIL

GLASS AND STEEL ARBOR
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3/4"=1'-0"

A

DECIDUOUS TREE PLANTING

COMPACTED SUBGRADE

PREPARED PLANTING SOIL

AS SPECIFIED

FINISH GRADE

SPRING BULBS - SEE PLANT LIST

FOR SPACING AND QUANTITY OF

BULBS PER HOLE. BULB PLANTING

DEPTH (TO BASE OF BULB) IS THREE

TIMES THE HEIGHT OF BULB.

1" MULCH AS SPECIFIED

6"

3X WIDTH OF ROOT BALL DIAMETER

 OR TO THE EDGE OF PLANTING BED

FOR TREE WITH WIRE BASKET AROUND

ROOT BALL, CUT WIRE BASKET IN FOUR

PLACES & FOLD DOWN 12" INTO PLANTING

HOLE

1" COMPOSTED SHREDDED PINE BARK MULCH

REMOVE ANY MULCH IN CONTACT WITH THE

CROWN OF THE TREE

ORIENT THE SIDE OF TREE WHICH FACED

NORTH IN THE NURSERY TO FACE NORTH

IN PLANTING AREA

LOOP HOSE ABOVE FIRST SET OF BRANCHES

GUYING SYSTEM: (3) 2" X 2" HARDWOOD

STAKES PER TREE; 2 STRANDS GALVANIZED

WIRE TWISTED FOR SUPPORT; 

1

2

" HOSE LOOPS

AT TRUNK; FLAGGING TAPE

PLACE 

1

8

 OF ROOT BALL ABOVE ADJACENT

FINISHED GRADE

FINISHED GRADE

PREPARED SOIL MIX AS SPECIFIED

TURN BACK TOP 

1

3

 OF BURLAP AWAY FROM

TOP OF ROOT BALL & CUT ROPE FROM TOP

OF BALL.  REMOVE DEBRIS & EXCESS SOIL

FROM TOP OF ROOT BALL THAT MAY HAVE

ACCUMULATED WHEN BURLAPPED

UNDISTURBED SUBGRADE

PLANTING MOUND TO INHIBIT SETTLING

S

L

O

P

E

 
A

W

A

Y

PLAN VIEW

N.T.S.

HARDWOOD STAKE

TREE TRUNK

GALVANIZED WIRE

ROOT BALL

SEE PLANT LIST

FOR SPACING

PLAN - TRIANGULAR SPACING

NOT TO SCALE

1

2

 ON CENTER SPACING

6
"
 
M

I
N

.

PREPARED PLANTING SOIL, DEPTH AS

SPECIFIED, TAMP AND WATER WHEN

BACKFILLING AROUND PLANT

1" SHREDDED, COMPOSTED PINE BARK

MULCH.  INSTALL PRIOR TO PLANT

INSTALLATION

PRIOR TO BACKFILLING, CUT "POT-BOUND"

ROOTS ON OUTSIDE; REMOVE 25%-50%

OF BARK MIXTURE ON ROOT BALL.

MIX REMOVED CONTAINER MATERIAL

WITH BACKFILL.

EDGE OF BED

PLANT

O.C. DIMENSION

O

.

C

.

 

D

I

M

E

N

S

I

O

N

SEE PLANTING PLANS AND

PLANT LIST FOR SPACING

NOTE: FOR CONTAINER STOCK,

PULL POTTING MIX AND ROOT MAT APART

TO DIRECT THE OUTER ROOTS INTO ADJACENT SOIL.

DO NOT LEAVE CIRCLING ROOTS AGAINST ROOT BALL

FINISH GRADE

PLACE TOP 1/8 OF ROOT BALL ABOVE FINISH GRADE

CUT ROPE FROM TOP OF ROOT BALL & TURN

BACK BURLAP FROM TOP 1/3 OF ROOT BALL

1" SHREDDED, COMPOSTED PINE BARK MULCH

PLANTING SOIL PREPARED AS SPECIFIED.

TAMP AND WATER WHEN BACKFILLING AROUND PLANT

PLANTING SOIL, TAMP AND WATER

WHEN BACKFILLING AROUND PLANT.

SLOPE SOIL AWAY FROM BASE OF

WALL

1" SHREDDED, COMPOSTED PINE

BARK MULCH.  INSTALL PRIOR TO

PLANT INSTALLATION

PLACE VINE AT CENTER OF PLANT BED.

PRIOR TO BACKFILLING, CUT "POT-BOUND"

ROOTS ON OUTSIDE; REMOVE 25%-50% OF

BARK MIXTURE ON ROOT BALL.  MIX REMOVED

CONTAINER MATERIAL WITH BACKFILL.

FACE OF BUILDING OR TRELLIS

FINISH GRADE

2
4
"

M
I
N

.

VARIES

L2
.0

3
PL

A
N

TI
N

G
D

ET
A

IL
S

16
01

3

K
R

/S
Y

C
03

/3
1/

17

A
S 

SH
O

W
N

1"=1'-0"

C

SHRUB PLANTING

1"=1'-0"

D

PERENNIAL AND GROUND COVER PLANTING

1"=1'-0"

E

BULB PLANTING

1"=1'-0"

F

VINE PLANTING

3/4"=1'-0"

B

EVERGREEN TREE PLANTING

6
"

TREE TRUNK

HARDWOOD STAKE

GALVANIZED STEEL WIRE

ROOT BALL

PLAN VIEW

TREES WITH WIRE BASKETS

AROUND THE ROOT BALL SHALL

HAVE THE WIRE CUT BACK & FOLDED

DOWN 12" INTO THE PLANTING

HOLE

CUT ROPE AND TURN BACK TOP

1/3 OF  BURLAP AWAY FROM

ROOT BALL

BERM SOIL TO DRAIN AWAY

FROM TREE

1" COMPOSTED SHREDDED PINE

BARK MULCH

3 2"x4"x3' HARDWOOD STAKE

REMOVE DEBRIS AND EXCESS SOIL

FROM TOP OF ROOT BALL THAT

MAY HAVE ACCUMULATED WHEN

BURLAPPED

UNDISTURBED SUBGRADE

3 PIECES OF REINFORCED

RUBBER HOSE (1 PER WIRE),

BLACK OR DARK BROWN

DOUBLE STRAND OF 12 GUAGE

GALVANIZED WIRE TWISTED,

THREE PER TREE.

PLACE 1/8 OF ROOT

BALL ABOVE  ADJACENT

FINISHED GRADE

FINISH GRADE

S

L

O

P

E

 
A

W

A

Y

12" MIN.
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